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Technical specifications

Dimensions and weight TopSlider

Carlift
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= Great convenience

Height: 13 cm = Non stigmatizing product
Width: 131 cm = Functional ergonomic design
Length: 150 cm = Unique concept with modern, trendy design
Weight: 175 kg = Simple and inexpensive installation

Universally deployable on almost every car

Doesn’t interfear with car safety features

Provides you with all standars car comfort

Packaging

Low service sensitivity

Contribution for social reintegration and job -

creation for people with disabilities

Configuraties

= TopSlider

Transfer Lift with long extension beams

Height: 35 cm . g
| 1 sling | all accessories for an easy
Length: 168 cm and durable fixation
Width: 9 om = TopSlider Pro
Weight: 19 kg This kit includes not only the full
Carlift but also 3 slings in different
sizes and height increase kit
Slings = TopSlider High

Carlift including height increase kit for
= A well-fitting sling and low positioned yoke vans between 185 cm and 225 cm high
is needed | always take the users size

= TopSlider Duo

‘ [ Two CARTIFT’s in one. Allows you to
transfer users, front and rear in once
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Options
S 46 -48 34-38 = Carlift lift kit
s M 50-52 40 - 42 Height increase kit cars & vans > 185 cm
» LL/xlo 54-58 44-50 )
= Travelling bag
= X 60-62 52-54 Carrying bag for the complete carlift
A Maintenance kit
Compatibility :

Cleaner and protection spray
s THULE compatible
= Can be equipped with almost complete » Slings
range of Thule accessories

THULE

Our slings are also separately for sale

Cars and roofracks

= Min. installation requirements ( C manual )
= Easily fits 90% of all automobiles

o Sedan | coupe

o Minivan | SUV

o Van | truck

= Always appropriate roof rack needed

Maximum admitted Load | M.A.L
= User
Maximum weight user is 130 kg

= Carlift on the car.

MAL of the Carlift is equal to - the MAL
of the car roof x 1.5 x2

Eg: 40 kg x1.5 x2 = 120 kg
the MAL of the Carlift is now
restricted to 120 kg.

If the result is greater than 130 kg
the MAL of the Carlift remains 130 kg

Safety and warranty
= CE - certified
= MDD 93/42/CEE
o EN/ISO 10535

= MDD 98/37 CEE
o KB5/5/1995
= 2 years warranty

= Anti-theft secure

Materials and maintenance
» Weather | outdoors
o UV - resistant

o Fully anti-rust treated

= Maintenance | Cleaning
o Deploy and clean with car shampoo
w Protect | lubricant
o Ballistol environmental non-toxic oil
= Main body and yoke
o Extra strong lightweight aluminum
o Fully anodized
= Mounting brackets and other parts
o Black Galvanized
o Inox | Stainless steel
= Plastic parts
o Standard Thule parts | quality

© Fiberglass reinforced POM



